
Five Steps To Apply A New OCA On Samsung
Galaxy Note 8 Edge Touch Glass

So easy way to apply a new OCA on Samsung Galaxy Note 8 Edge's Touch Glass.
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INTRODUCTION

If you are a mobile phone repair person, you know, have useful repair tools assisted during the
refurbishing process can make the repair job successfully.

So, we want to introduce one of the useful tools to you, that is Universal Laminating Mold. Today
we would like to show you how to use it to laminate a new OCA on Samsung Note 8 Edge Touch
Glass in a short time, and the success rate can get 100%. The mold is suitable for edge screen and
flat screen, especially for newbies to use.

Now, please follow my steps.

TOOLS:
Universal Laminating Mold (1)
Show Dust Lamp (1)
Easy tape (1)
RMB-2 OCA Laminating Machine (1)

PARTS:
Samsung Note 8 edge touch glass  (1)
Samsung Note 8 new OCA (1)
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https://www.forwardgd.com/products/universal-oca-laminating-mold?_pos=3&_sid=ace7e169a&_ss=r
https://www.forwardgd.com/products/high-quality-show-dust-lamp-for-mobile-phone-refurbishment?_pos=1&_sid=94c12430e&_ss=r
https://www.forwardgd.com/products/high-quality-small-sticker-for-tearing-oca-protector-film?_pos=1&_sid=4ef48bf7f&_ss=r
file:///Item/RMB-2_OCA_Laminating_Machine
https://www.forwardgd.com/products/glass-with-touch-for-sansumg-edge-repair?_pos=2&_sid=e4cef224f&_ss=r&variant=31438390329413
https://www.forwardgd.com/products/t-oca-film-for-samsung-125um?_pos=1&_sid=2333a7d47&_ss=r&variant=31438715912261


Step 1 — Put a new OCA

 

We put a new OCA on a new Samsung Galaxy Note 8 touch screen. It doesn’t paste on the
touch screen because the protector of the OCA is no need to be torn off. And you can move the
OCA around until you get the right place.
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https://www.forwardgd.com/products/glass-with-touch-for-sansumg-edge-repair?_pos=2&_sid=590c81105&_ss=r&variant=31438391377989
https://www.forwardgd.com/products/t-oca-film-for-samsung-125um?_pos=1&_sid=b7a319b65&_ss=r&variant=31438715912261


Step 2 — Using upper mold

 

Then we put the upper mold on the base one after we align the position and continue to press it
with our hands.



At this moment, the OCA is absorbed on the upper mold.

Step 3 — Remove the protector of the OCA

Remove the protector of the OCA
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Step 4 — Remove protector of the new touch screen

For this step, we can use an easy
tape to tear off the protector of the
touch screen.
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Why we say this mold is so effective? As during the bonding or before the bonding, the protector of the
OCA doesn’t need to be ripped off. It is very precise and accurate because you can move and align the
position optionally until you get a best place.

Step 5 — Using lamination machine

 

After finishing the above steps, we put the whole set of mold into RMB-2 Laminating Machine for
bonding.



For the whole process, the vacuum time we set is 30s and the lamination time is 10s, the total time
for the lamination only needs 40s.



Now let’s see the final result after the lamination. There is no any bubble on the touch screen and
the OCA’s position is completely unbiased and exactly overlap with touch screen. So the
lamination effect is excellent.
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