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INTRODUCTION

This guide will walk you through the steps of replacing the screen of your Macbook Pro.

TOOLS:
Hair Dryer (1)
Suction Handle (1)
Microfiber Cleaning Cloths (1)

PARTS:
MacBook Pro 15" Unibody Front Display

Glass (1)
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https://smile.amazon.com/Hair-Dryers/b/ref=dp_bc_aui_C_5?ie=UTF8&node=11058141
https://www.ifixit.com/products/suction-handle
https://www.ifixit.com/products/microfiber-cleaning-cloths
http://www.amazon.com/s/ref=nb_sb_noss?url=search-alias%253Daps&field-keywords=MacBook+Pro+15%2522+Unibody+Front+Display+Glass&rh=i%253Aaps%252Ck%253AMacBook+Pro+15%2522+Unibody+Front+Display+Glass


Step 1 — Prepare a Workspace

Set up a clean workspace and
gather all supplies. You will need
your Macbook Pro, a new screen, a
hair dryer, a screen cleaning cloth,
and a suction cup.



Step 2 — Heat the Edges of the Screen

 

Use a hair dryer to heat the adhesive around the edges of the screen you are removing.
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Step 3 — Use suction to remove the Screen

  

Attach the suction cup found in the iFixit repair kit to the corner of your screen, by gently pressing
down until it seals. Lift screen away by pulling up on the suction cup key ring.



Step 4 — Preparing for the New Screen

 

Use a screen cleaning cloth to buff out any marks on your Macbook Pros screen surface.

Use a screen cleaning cloth to buff out any marks on the inside of new glass that will be applied.
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Step 5 — Preparing Screen Adhesive

 

Remove the strips covering the adhesive on the new screen.

Heat the new adhesive strips evenly using the hair dryer.

Step 6 — Applying the New Screen

 

Place the new screen in position. Confirm that the new screen is properly aligned with the edges of
the Macbook Pro.



Unibody MacBook Pro 15" Glass Replace… Draft: 2023-04-06Guide ID: 53827 -

This document was generated on 2023-05-03 12:17:39 AM (MST).

© iFixit — CC BY-NC-SA www.iFixit.com Page 5 of 8



Step 7 — Attaching the New Screen

 

Using the screen cleaning cloth carefully press the edges of the screen to seal the adhesive.

Step 8 — Remove Cover

Peel the protective covering off the
new screen.
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Step 9 — Reheat the Adhesive

  

To insure the seal of the adhesive, reheat it again with the hair drying.

Step 10 — Final Press

Finally, use the screen cleaning
cloth and carefully press the edges
of the screen one more time.
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This guide provides all instructions necessary to dismantle and replace a Macbook Pro Screen.

Step 11 — You did it!

Enjoy your laptop with it's brand new
Glass!
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